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Additional Information

IJels: Plastic



PGV Pressure Loss in Bar

Flow 1" 1% 2"
m3/hr Globe Angle Globe Angle Globe Angle
0.3 0.1 0.1
1.0 0.1 0.1
2.5 0.1 0.1
3.5 0.2 0.1
4.5 0.2 0.1 0.2 0.2 0.1 0.1
7.0 0.4 0.2 0.2 0.2 0.1 0.1
8.0 0.2 0.2 0.1 0.1
9.0 0.2 0.2 0.1 0.1
11.0 0.3 0.2 0.1 0.1
13.5 0.3 0.3 0.1 0.1
18.0 0.4 0.4 0.2 0.1
22.5 0.6 0.5 0.3 0.2
27.0 0.8 0.8 0.4 0.3
30.5 0.6 0.5
34.0 0.7 0.6

PGV Pressure Loss in KPA

Flow 1" 1%" 2"
I/min Globe Angle Globe Angle Globe Angle

4 8 7

20 9.5 7

40 13 7

55 11 7

75 22 14 20 22 4 9
95 31 16 20 21 5.5 9
115 43 21 21 21 7.5 9.5
135 22 21 9 10
150 25 23 12 11
200 27 24 14 12
325 47 41 26 19
400 65 59 33 24
500 96 92 43 32
625 56 45
775 74 64
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