
EZ-1
Brand:  Landscape Irrigation 

Product Line:  Controllers 

Product Model:  EZ Decoder System 

SKU: EZ1

Description: Single-station EZ Decoder with status LED

Shipping Information

UPC-A: 0611698542996

Qty. / Bag:  40 

Origin: MADE IN MALAYSIA

Ocean Pallet: 3360

Land Pallet: 2880

Master Carton: 40

Additional Information

Approvals:  IP68 

Field Valve Connection:  Two-wire 

Flow:  Without Flow 

Network Connection Type:  None 

Approvals:    IP68      

https://api.hunterirrigation.com/taxonomy/term/16341


Hunter Two-Wire/Decoder Comparison

 

PRODUCT NAME ICD EZ Decoder System (EZDS)

COMPATIBLE CONTROLLERS
ACC2

Legacy ACC
HCC & ICC2

(EZDM)
HPC & Pro-C

(PCDM)

MAX. DECODER STATIONS PER SYSTEM 225 54 28

WIRE OPTIONS ID1 - 2.5 mm2 ID2 - 4 mm2 Any low-voltage, direct-burial wire will suffice

MAXIMUM WIRING DISTANCE  3 km 4.5 km EZ-1: 1,333 m (4 mm2) | EZ-LR: 2,786 m (4 mm2)

WIRE CONNECTORS DBRY-6 Waterproof connections are encouraged

TWO-WIRE PATHS AVAILABLE 3 per 75 station module (9 max.)
EZDM - 2
PCDM - 1

DECODER STATION OPTIONS 1-, 2-, 4-, 6-station (& ICD-SEN sensor decoder) Single-station

EARTH GROUNDING REQUIRED FOR TWO-WIRE
PATH

Yes No

HYBRID CONVENTIONAL/DECODER OPERATION No Yes

PROGRAMMABLE SENSOR DECODERS Yes No

PROGRAMMABLE P/MV DECODERS Yes Yes

HANDHELD PROGRAMMER/WIRELESS
DIAGNOSTIC TOOL

ICD-HP EZ-DT

WARRANTY 5 years 3 years
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