Hunfer:  Buit on Innovation

MP-2000-90

Marca: Riego de jardines

Linea de productos: MP Rotator Boquillas

Modelo de productos: Boquilla estdndar MP Rotator
SKU: MP200090

Descripciéon: Boquilla MP Rotator, tasa de precipitacién de 10 mm/h, radio de 4
m a 6,4 m, sector ajustable de 90° a 210°, rosca hembra, negro

Operating Specifications

Arc: 90° to 210°

Operating Pressure: 2,8 bar; 280 kPa
Precipitation Rate: 10 mm/h

Radius: 5,2 a 6,4 m

Flow: 0,09 a 0,11 m3/h; 1,44 a 1,82 I/min

Shipping Information Additional Information
UPC-A: 0611698152799 Opcidn de arco: 902-210°

Cantidad / Bolsa: 10/200 tasa de precipitacion: Approx 0.4 in/hr
Palé oceanico: 38400 RADIO: 13'-21'

Palé terrestre: 32000

Carton maestro: 200






Datos de Rendimiento MP Rotator

MP1000

Radio: 2,5a4,5m
Sector y Circulo completo
Granate: 90° a 210°
Azul Claro: 210° a 270°
Verde Olivo: 360°
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MP2000

Radio: 4,0a6,4m
Sector y Circulo completo
Negro: 90° a 210°
Verde: 210° a 270°

Rojo: 360°
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