Hunfer:  Buit on Innovation

Shipping Information

UPC-A: 0611698514665

Kon-Bo / mecT: 1

HDL-09-12-100-CV

Mapka: JlaHgwadTHOe opolleHue

Jiunenka npoaykuum: MukpokanesbHbi Monns
Mopenu nspenuin: HDL

SKU (apTukyn): HDL0912100CV

OnucaHume: KanensHas neHta Hunter Dripline, 06paTHbI kKnanaH ¢
KoMneHcaumen gasneHus, 3,4 n/vyac, nHtepsan 30 cm, gavHa 30 M

Additional Information

Pacxop: 0.9 GPH
OnuHa 6yxTel: 100’

MoppoH Ansa nepeBo3KU MOPCKUM TpaHcnopToMm: 838 PaccTtosHue mexnay KanesnbHuuammu: 12"

MonpoH pnsa nepeBO3KU Ha3eMHbIM TpaHcnopToM: 68 Pacxop: 0.9 GPH

OcHoBHas ynakoBka: 1

Monue «u3 Tpybkm»: Drip irrigation

Monus «oT TPyOKM»: TpybKun



HDL 17 MM Pressure-Compensating and Reclaimed - Minimum Operating Pressure of 0.7 bar

HDL-PC and HDL-R - 2.5 L/hr

Pressure (bar) Emitter Spacing (cm)
30 45 60
1.0 32 123 136
2.0 123 137 226
3.0 129 210 286
4.0 187 298 299

HDL 17 MM Check Valve - Minimum Operating Pressure of 1 bar

HDL-CV - 2.5 L/hr

Pressure (bar) Emitter Spacing (cm)
30 45 60
1.0 62 28 u
2.0 1% 183 201
3.0 1322 266 256
4.0 182 228 289

Copyright © 2025 Hunter Industries Inc. Hunter, the Hunter logo, and other marks are trademarks of Hunter Industries Inc.,
registered in the U.S. and certain other countries.

https://api.hunterirrigation.com/ru/irrigation-product/hdl/hdl-09-12-100-cv
121625



